
G 2 L S KA -HDR

Grounding System

Voltage

Indicator Light

Options

Multipoint

100

Cable Type

Cable Length

R6

G = 300 Series

2 = 120VAC

4 = 240VAC

12 = 12VDC

24 = 24VDC

L = LED *Not available in 240VAC

I = Incandescent

X = None

C = Coil

S = Straight

X = None

25 = 25 ft.

35 = 35 ft.

50 = 50 ft.

100 = 100 ft. *Straight cable only

X = None

-DM5 = Cast Al. Deadman

-DM4 = Standard Deadman

-TIM = Timeout Feature

-2S10 = 2 Clamps w/ 10 ft. 
Straight Cord

-4S10 = 4 Clamps w/ 10 ft. 
Straight Cord

Clamp

KA = K78160A

KS = K78160ASRS

CP = Dual Ball Plug

VD = VUD

RB = REB

GP = GAT-IP

X = None

Cable Retracting Reels

-SDR = Standard Duty Reel

-HDR = Heavy Duty Reel

Additional Safety Features

Electronic Indicating Ground Assembly Ordering Guide
Utilize the chart below to create a catalog number that suits your application.

Please call or email us if you need any assistance

295 US Highway 46, Suite A
Budd Lake, NJ 07828 USA

P: +1 609-259-2626
F: +1 609-259-0044
E: info@specialtechnicalservices.com
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